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/1. Identification of the substance/mixture and of the company/undertaking

1.1.

1.2.

1.3.

1.4.

Product identifiers

Article No. (manufacturer/supplier): 3051.25.

Identification of the substance or mixture PRIMER Nr.5

Relevant identified uses of the substance or mixture and uses advised against

Relevant identified uses
see technical information
Marking material or accessories for paint and varnishes

Details of the supplier of the safety data sheet
supplier (manufacturer/importer/downstream user/distributor)

Dept. responsible for information: 1A Tapes GmbH Tel.: +49 36602 2891-00
MittelstralRe 9 Fax: +49 36602 2891-99
E-mail info@1atapes.de D - 07554 Korbuf3en

Emergency telephone number
Emergency telephone number Tel.: +49 36602 2891-00
Only available during office hours.

Hazards identification

21.

2.2.

2.3.

Classification of the substance or mixture
Classification according to Regulation (EC) No. 1272/2008 [CLP]
This mixture is classified as hazardous according to regulation (EC) No. 1272/2008 [CLP].

Flam. Lig. 2 / H225 flammable liquids Highly flammable liquid and vapour.

Skin Irrit. 2 / H315 skin corrosion/irritation Causes skin irritation.

Eye Irrit. 2/ H319 Serious eye damage/eye irritation Causes serious eye irritation.

STOT SE 3/ H336 Specific target organ toxicity (single May cause drowsiness or dizziness.
exposure)

Aquatic Chronic 2 / H411 Hazardous to the aquatic environment Toxic to aquatic life with long lasting effects.

Label elements

The product is classified and labelled according to EC directives or corresponding national laws.
Labelling according to Regulation (EC) No. 1272/2008 [CLP]

Hazard pictograms

& &

Hazard statements

H225 Highly flammable liquid and vapour.

H315 Causes skin irritation.

H319 Causes serious eye irritation.

H336 May cause drowsiness or dizziness.

H411 Toxic to aquatic life with long lasting effects.

Precautionary statements

P210 Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking.
P370 + P378 In case of fire: Use Extinguishing powder or sand to extinguish.

P403 + P233 Store in a well-ventilated place. Keep container tightly closed.

P403 + P235 Store in a well-ventilated place. Keep cool.

contains:
ethyl acetate

Supplemental Hazard information (EU)
not applicable

Other hazards

Composition / Information on ingredients
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3.2. Mixtures

Product description / chemical characterization

Description solvent based primer

on base of synthetic polymers
Hazardous ingredients
Classification according to Regulation (EC) No. 1272/2008 [CLP]

EC No. REACH No.
CAS No. Chemical name Wt %
INDEX No. classification: Remark
205-500-4 01-2119475103-46-0000
141-78-6 ethyl acetate 35<50
607-022-00-5 Flam. Lig. 2 H225 / Eye Irrit. 2 H319 / STOT SE 3 H336
203-806-2 01-2119463273-41
110-82-7 cyclohexane 20< 25
601-017-00-1 Skin Irrit. 2 H315 / STOT SE 3 H336 / Asp. Tox. 1 H304 / Aquatic Acute 1

H400 / Aquatic Chronic 1 H410 / Flam. Liq. 2 H225
201-159-0 01-2119457290-43-XXXX
78-93-3 butanone 15 <20
606-002-00-3 Flam. Lig. 2 H225 / Eye Irrit. 2 H319 / STOT SE 3 H336

Additional information
Full text of classification: see section 16

|4.  First-aid measures

4.1. Description of first aid measures

General information

In all cases of doubt, or when symptoms persist, seek medical advice. In case of unconsciousness give nothing by mouth,
place in recovery position and seek medical advice.

In case of inhalation
Remove casualty to fresh air and keep warm and at rest. In case of irregular breathing or respiratory arrest provide artificial
respiration.

Following skin contact
Remove contaminated, saturated clothing immediately. After contact with skin, wash immediately with plenty of water and
soap. Do not use solvents or thinners.

After eye contact
IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue
rinsing. Seek medical advice immediately.

After ingestion
If swallowed, rinse mouth with water (only if the person is conscious). Seek medical advice immediately. Keep victim calm.
Do NOT induce vomiting.

4.2. Most important symptoms and effects, both acute and delayed
No data available

4.3. Indication of any immediate medical attention and special treatment needed

|5.  Firefighting measures

5.1. Extinguishing media

Suitable extinguishing media:
alcohol resistant foam, carbon dioxide, Powder, spray mist, (water)

Extinguishing media which must not be used for safety reasons:
strong water jet

5.2. Special hazards arising from the substance or mixture
Dense black smoke occurs during fire. Inhaling hazardous decomposing products can cause serious health damage.

5.3. Special protective equipment for firefighters:
Provide a conveniently located respiratory protective device.

Additional information
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Cool closed containers that are near the source of the fire. Do not allow water used to extinguish fire to enter drains, ground
or waterways. Treat runoff as hazardous.

|6. Accidental release measures

6.1. Personal precautions, protective equipment and emergency procedures
Keep away from sources of ignition. Ventilate affected area. Do not breathe vapours. See protective measures under point 7
and 8.

6.2. Environmental precautions
Do not allow to enter into surface water or drains. If the product contaminates lakes, rivers or sewages, inform competent
authorities in accordance with local regulations.

6.3. Methods and material for containment and cleaning up
Isolate leaked material using non-flammable absorption agent (e.g. sand, earth, vermiculit, diatomaceous earth) and collect it
for disposal in appropriate containers in accordance with the local regulations (see chapter 13). Clean using cleansing
agents. Do not use solvents.

6.4. Reference to other sections
Observe protective provisions (see chapter 7 and 8).

|7. Handling and storage

7.1.  Precautions for safe handling
Advices on safe handling
Avoid formation of flammable and explosive vapour concentrations in the air and exceeding the exposure limit values. Only
use the material in places where open light, fire and other flammable sources can be kept away. Electrical equipment must
be protected meeting the accepted standard. Product may become electrostatically charged. Provide earthing of containers,
equipment, pumps and ventilation facilities. Anti-static clothing including shoes are recommended. Floors must be electrically
conductive. Keep away from heat sources, sparks and open flames. Use only spark proof tools. Avoid contact with skin, eyes
and clothes. Do not inhale dusts, particulates and spray mist when using this preparation. Avoid respiration of swarf. When
using do not eat, drink or smoke. Personal protection equipment: refer to chapter 8. Do not empty containers with pressure -
no pressure vessel! Always keep in containers that correspond to the material of the original container. Follow the legal
protection and safety regulations.
Precautions against fire and explosion:
Vapours are heavier than air. Vapours form explosive mixtures with air.

7.2. Conditions for safe storage, including any incompatibilities
Requirements for storage rooms and vessels
Storage in accordance with the Ordinance on Industrial Safety and Health (BetrSiVO). Keep container tightly closed. Do not
empty containers with pressure - no pressure vessell Smoking is forbidden. Access only for authorised persons. Store
carefully closed containers upright to prevent any leaks. Soils have to conform to the "Guidelines for avoidance of ignition
hazards due to electrostatic charges (TRBS 2153)".
Hints on joint storage
Keep away from strongly acidic and alkaline materials as well as oxidizers.
Further information on storage conditions
Take care of instructions on label. Store in a well-ventilated and dry room at temperatures between 15 °C and 30 °C. Protect
from heat and direct sunlight. Keep container tightly closed. Remove all sources of ignition. Smoking is forbidden. Access
only for authorised persons. Store carefully closed containers upright to prevent any leaks.

7.3. Specific end use(s)
Observe technical data sheet.Observe instructions for use.

|8. Exposure controls / Personal protection

8.1. Control parameters

Occupational exposure limit values:

butanone
INDEX No. 606-002-00-3 / EC No. 201-159-0 / CAS No. 78-93-3

TWA: 600 mg/m3; 200 ppm
STEL: 899 mg/m3; 300 ppm

ethyl acetate
INDEX No. 607-022-00-5/ EC No. 205-500-4 / CAS No. 141-78-6

TWA: 1460 mg/m3; 400 ppm
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cyclohexane

INDEX No. 601-017-00-1/ EC No. 203-806-2 / CAS No. 110-82-7

TWA: 350 mg/m3; 100 ppm
STEL: 1050 mg/m3; 300 ppm

Additional information

TWA : long-term occupational exposure limit value
STEL : short-term occupational exposure limit value
Ceiling : peak limitation

DNEL.:

ethyl acetate

INDEX No. 607-022-00-5 / EC No. 205-500-4 / CAS No. 141-78-6
DNEL long-term dermal (systemic), Workers: 63 mg/kg
DNEL acute inhalative (local), Workers: 1468 mg/m?
DNEL acute inhalative (systemic), Workers: 1468 mg/m?
DNEL long-term inhalative (local), Workers: 734 mg/m?
DNEL long-term inhalative (systemic), Workers: 734 mg/m?
DNEL long-term oral (repeated), Consumer: 4,5 mg/kg
DNEL long-term dermal (systemic), Consumer: 37 mg/kg
DNEL acute inhalative (local), Consumer: 734 mg/m?
DNEL acute inhalative (systemic), Consumer: 734 mg/m?
DNEL long-term inhalative (local), Consumer: 367 mg/m?
DNEL long-term inhalative (systemic), Consumer: 367 mg/m?

cyclohexane

INDEX No. 601-017-00-1 / EC No. 203-806-2 / CAS No. 110-82-7
DNEL acute inhalative (local), Workers: 700 mg/m?
DNEL acute inhalative (systemic), Workers: 700 mg/m?
DNEL long-term inhalative (local), Workers: 700 mg/m?
DNEL long-term inhalative (systemic), Workers: 700 mg/m?
DNEL long-term oral (repeated), Consumer: 59,4 mg/kg
DNEL long-term dermal (systemic), Consumer: 1186 mg/kg
DNEL acute inhalative (local), Consumer: 412 mg/m3
DNEL acute inhalative (systemic), Consumer: 412 mg/m?
DNEL long-term inhalative (local), Consumer: 206 mg/m?
DNEL long-term inhalative (systemic), Consumer: 206 mg/m?

butanone

INDEX No. 606-002-00-3 / EC No. 201-159-0 / CAS No. 78-93-3
DNEL long-term dermal (systemic), Workers: 1161 mg/kg
DNEL long-term inhalative (systemic), Workers: 600 mg/m?
DNEL long-term oral (repeated), Consumer: 31 mg/kg
DNEL long-term dermal (systemic), Consumer: 412 mg/kg
DNEL long-term inhalative (systemic), Consumer: 106 mg/m?

PNEC:

ethyl acetate
INDEX No. 607-022-00-5 / EC No. 205-500-4 / CAS No. 141-78-6
PNEC aquatic, freshwater: 0,26 mg/L
PNEC aquatic, marine water: 0,026 mg/L
PNEC sediment, freshwater: 0,34 mg/kg
PNEC sediment, marine water: 0,034 mg/kg
PNEC, Soil: 0,22 mg/kg
PNEC sewage treatment plant (STP): 650 mg/L

cyclohexane
INDEX No. 601-017-00-1 / EC No. 203-806-2 / CAS No. 110-82-7
PNEC aquatic, freshwater: 0,207 mg/L
PNEC aquatic, marine water: 0,207 mg/L
PNEC aquatic, intermittent release: 0,207 mg/L
PNEC sediment, freshwater: 3,627 mg/kg
PNEC, Soil: 2,99 mg/kg
PNEC sewage treatment plant (STP): 3,24 mg/L


















